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SHEET INDEX

SHEET NO. SHEET NAME

GENERAL

G-001 INDEX

STRUCTURAL

S-120 RTU SUPPORT FRAMING PLAN

ARCHITECTURAL

A-101 FLOOR PLANS

A-102 DETAILS

MECHANICAL AND PLUMBING

MEP COVER SHEET MEP

MP-100 FIRST FLOOR PLAN MECHANICAL PLUMBING

MP-200 DETAILS AND RISER DIAGRAMS MECHANICAL AND PLUMBING

MP-300 SCHEDULES MECHANICAL AND PLUMBING

ELECTRICAL

E-100 FIRST FLOOR PLAN ELECTRICAL

E-200 DETAILS AND RISER DIAGRAMS ELECTRICAL

AB - ANCHOR BOLT
ACST - ACOUSTIC(AL)
ADDL - ADDITIONAL
ADDN - ADDITION
ADH - ADHESIVE
ADJ - ADJACENT, ADJOINING, 

ADJUSTABLE
AED - AUTOMATED EXTERNAL 

DEFIBRILLATOR
AFF - ABOVE FINISH FLOOR
ALT - ALTERNATE
ALUM - ALUMINUM
ANCH - ANCHOR
ANOD - ANODIZE(D)
AP - ACCESS PANEL
APC - ACOUSTICAL PANEL CEILING
APPROX - APPROXIMATE
ASPH - ASPHALT
AUTO - AUTOMATIC
AVE - AVERAGE
AWT - ACOUSTICAL WALL TREATMENT

BAL SHT - BALANCE SHEET
BC - BRICK COLOR
BCS - BABY CHANGING STATION
BD - BOARD
BG - BUMPER GUARD
BITUM - BITUMINOUS
BLDG - BUILDING
BLKG - BLOCKING (WOOD)
BOT - BOTTOM
BRDG - BRIDGING
BRG - BEARING
BRK PV - BRICK PAVERS
BRKT - BRACKET
BSMT - BASEMENT
BTWN - BETWEEN
BUR - BUILT UP ROOFING

CAB - CABINET
CB - CHALKBOARD
CC - CUBICLE CURTAIN
CCT - CUBICLE CURTAIN TRACK
CFMF - COLD-FORMED METAL FRAMING
CG - CORNER GUARD
CH - COAT HOOK
CIP CONC - CAST-IN-PLACE CONCRETE
CJ - CONTROL JOING, CONSTRUCTION 

JOINT
CLG - CEILING
CLR - CLEAR
CMU - CONCRETE MASONRY UNIT
CNTR - COUNTER
CO - CLEAN OUT, CASED OPENING
COL - COLUMN
COMB - COMBINATION, COMBINED
COMP - COMPRESSIBLE
COMPT - COMPARTMENT
CONC - CONCRETE
CONC CTG - CONCRETE COATING
COND - CONDITION
CONT - CONTINUOUS
CONTR - CONTRACTOR
CORR - CORRIDOR
CPRS - COMPRESSIBLE
CPT - CARPET
CR - CLOSET ROD
CRL - CRASH RAIL
CRS - COLD-ROLLED STEEL
CTR - CENTER(S)
CUH - CABINET UNIT HEATER
CUV - CABINET UNIT VENTILATOR
CW - CURTAINWALL

D - DEEP, DEPTH, PENNY NAIL
DC - DISPLAY CASE
DET - DETAIL
DETN - DETENTION
DF - DRINKING FOUNTAIN
DIA - DIAMETER
DIM - DIMENSION
DN - DOWN
DP - DECORATIVE PANEL
DR - DOOR
DS - DOWNSPOUT
DWG - DRAWING(S)

EHD - ELECTRIC HAND DRYER
EJ - EXPANSION JOINT
EL - ELEVATION
ELEC - ELECTRIC, ELECTRICAL
ELEV - ELEVATOR
EMBED - EMBEDMENT
EMER - EMERGENCY
EPDM - ETHYLENE PROPYLENE DIENE 

MONOMER
EQ - EQUAL
EQUIP - EQUIPMENT
ES - EXPOSED STRUCTURE
EW - EACH WAY
EWC - ELECTRIC WATER COOLER
EWH - ELECTRIC WATER HEATER
EXIST - EXISTING
EXP - EXPANSION
EXT - EXTERIOR

FAB - FABRIC
FD - FLOOR DRAIN
FDTN - FOUNDATION
FE - FIRE EXTINGUISHER
FEC - FIRE EXTINGUISHER CABINET
FF - FINISH FLOOR
FHC - FIRE HOSE CABINET
FIN - FINISH
FLASH - FLASHING
FLP - FLOOR PATTERN
FLR - FLOOR
FRP - FIBER REINFORCED PLASTIC
FTG - FOOTING

FURG C - FURRING CHANNEL
FURN - FURNACE
FWC - FABRIC WALLCOVERING

GA - GAGE, GAUGE
GALV - GALVANIZED
GB - GRAB BAR
GFRC - GLASS-FIBER REINFORCED 

CONCRETE
GL - GLASS
GL BLK - GLASS BLOCK
GLZ CMU - GLAZED CONCRETE MASONRY UNIT
GRFG - GLASS-FIBER REINFORCED GYPSUM
GT - GROUT
GWH - GAS FIRED WATER HEATER
GYP BD - GYPSUM WALL BOARD

H - HIGH, HATCH (ROOF)
HB - HOSE BIB
HDNR - HARDENER
HDW - HARDWARE
HDWD - HARDWOOD
HM - HOLLOW METAL
HORIZ - HORIZONTAL
HR - HANDRAIL
HT - HEIGHT
HTG - HEATING
HVAC - HEATING, VENTILATING, AND AIR 

CONDITIONING

ID - INSIDE DIAMETER, INSIDE DIMENSION
IF - INSIDE FACE
INCL - INCLUDED
INSUL - INSULATION
INT - INTERIOR
INV - INVERT

JT - JOINT

KD - KNOCKED DOWN
KOP - KNOCK OUT PANEL

L - LONG, ANGLE
LAM - LAMINATE(D)
LAV - LAVATORY
LH - LEFT HAND
LINO - LINOLEUM
LKR - LOCKER
LL - LIVE LOAD, LOW LEVEL
LLH - LONG LEG HORIZONTAL
LLV - LONG LEG VERTICAL
LT - LIGHT
LVL - LEVEL
LVR - LOUVER

MAS - MASONRY
MATL - MATERIAL
MAX - MAXIMUM
MB - MARKERBOARD
MBH - MOB/BROOM HOLDER
MECH - MECHANICAL
MED - MEDIUM
MEZZ - MEZZANINE
MFR - MANUFACTURER
MH - MANHOLE
MI - MIRROR
MIN - MINIMUM, MINUTE
MISC - MISCELLANEOUS
MO - MASONRY OPENING
MOD - MODEL, MODULE, MODULAR
MSB - MOP SERVICE BASIN
MT - MOUNT
MTL - METAL

NDU - NEEDLE DISPOSAL UNIT
NIC - NOT IN CONTRACT, NOISE ISOLATION

CLASS
NO - NUMBER
NOM - NOMINAL
NTS - NOT TO SCALE

OA - OVERALL
OC - ON CENTER
OD - OUTSIDE DIAMETER, OUTSIDE 

DIMENSION
OF - OUTSIDE FACE
OFD - OVERFLOW DRAIN
OH - OVERHEAD
OH DR - OVERHEAD DOOR
OP - OPERABLE PARTITION
OPH - OPPOSITE HAND
OPNG - OPENING
OPP - OPPOSITE
OS - OVERFLOW SCUPPER

PC - PORTLAND CEMENT, POINT
OF CURVE, POLYCARBONATE

PCC - PRECAST CONCRETE
PERIM - PERIMETER
PJ - PROJECTOR
PL - PLATE, PLASTIC LAMINATE
PLAS - PLASTER
PLBG - PLUMBING
PLYWD - PLYWOOD
PS - PROJECTION SCREEN
PSF - POUNDS PER SQUARE FOOT
PT - PAINT
PTD - PAPER TOWEL DISPENSER
PTDR - PAPER TOWEL DISPENSER & 

RECEPTACLE
PTN - PARTITION
PTR - PAPER TOWEL RECEPTACLE
PVC - POLYVINYL CHLORIDE
PVG - PAVING

R - RISER, RADIUS, THERMAL 
RESISTANCE (R-VALUE)

RB - RESILIENT BASE

RCP - REFLECTED CEILING PLAN
RD - ROOF DRAIN, ROAD
REF - REFERENCE, REFRIGERATOR
REINF - REINFORCE
REQD - REQUIRED
RF - RESILIENT FLOORING
RFG - ROOFING
RFM - REMOVABLE FLOOR MAT
RH - RIGHT HAND
RO - ROUGH OPENING
RSF - RESINOUS FLOORING
RST - REINFORCING STEEL
RTF - RESILIENT TILE FLOORING
RV - ROOF VENT, ROOF VENTILATOR

SC - SEALED CONCRETE
SCHED - SCHEDULE
SCR - SHOWER CURTAIN ROD
SCWD - SOLID CORE WOOD DOOR
SD - SOAD DISPENSER
SECT - SECTION
SF - STOREFRONT
SH - SHINGLES, SINGLE HUNG (WINDOW)
SHT - SHEET
SHTHG - SHEATHING
SHV - SHELVING
SLNT - SEALANT
SND - SANITARY NAPKIN DISPENSER
SNDU - SANITARY NAPKIN DISPOSAL UNIT
SOG - SLAB ON GRADE
SPCG - SPACING
SPEC - SPECIFICATION
SPKR - SPEAKER
SQ - SQUARE
SS - SERVICE SINK , SOLID SURFACING
SST - STAINLESS STEEL, SHOWER SEAT
STD - STANDARD
STL - STEEL
STL JST - STEEL JOIST
STL LNTL - STEEL LINTEL
STL PL - STEEL PLATE
STL RF DK - STEEL ROOF DECK
STL TR - STEEL TRUSS
STN - STAIN
STRUCT - STRUCTURAL
SUSP - SUSPEND
SV - SHEET VINYL
SWP - SHEET WALL PROTECTION
SYMM - SYMMETRICAL
SYNTH - SYNTHETIC

T - TILE, TREAD
T&G - TONGUE AND GROOVE
T/S - TUB/SHOWER
TB - TOWEL BAR, TACKBOARD
TC - TOILET COMPARTMENT
TD - TRENCH DRAIN
TER - TERRAZZO
THK - THICK
TOB - TOP OF BEAM
TOC - TOP OF CONCRETE, TOP OF CURB
TOF - TOP OF FOOTING
TOM - TOP OF MASONRY
TOS - TOP OF SLAB, TOP OF STEEL
TOW - TOP OF WALL
TPH - TOILET PAPER HOLDER
TR - TOWEL RACK
TS - TUBE STEEL, TRANSITION STRIP

UNO - UNLESS NOTED OTHERWISE

VCT - VINYL COMPOSITION TILE
VERT - VERTICAL
VIF - VERIFY IN FIELD
VWC - VINYL WALL COVERING

W - WIDE, WEST
WC - WALL COVERING
WD - WOOD, WOOD DOOR
WDW - WINDOW
WP - WALL PATTERN, WATERPROOFING
WT - WEIGHT, WINDOW TREATMENT
WWF - WELDED WIRE FABRIC

GENERAL NOTES
1.  ABBREVIATION, SYMBOLS AND STANDARDS AS SHOWN ARE LIMITED TO
GENERAL NOTATIONS USED ON ARCHITECTURAL DRAWINGS, FOR ADDITIONAL
INFORMATION REFER TO SPECIFIC DISCIPLINE DRAWINGS.

2.  HORIZONTAL PLANE DIMENSIONS ARE GIVEN TO FACE OF STUD, CENTER LINE
OF COLUMNS, FACES OF CMU WALLS AND  FACE OF CONCRETE, UNLESS NOTED
OTHERWISE

3. ELEVATIONS AND VERTICAL PLANE DIMENSIONS ARE GIVEN TO FINISH FLOOR
ELEVATION UNLESS NOTED OTHERWISE.

4.  RATED WALLS SHALL EXTEND TO STRUCTURE ABOVE.

5. CEILING HEIGHTS ARE FROM FINISH FLOOR TO FINISH FACE OF CEILING
MATERIAL.

6.  CEILINGS SHALL HAVE ACCESS PANELS TO EACH PIECE OF CONCEALED
EQUIPMENT AS REQUIRED.

7.  EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A
KEY OR SPECIAL KNOWLEDGE OR EFFORT.

8. RECESSED FIXTURES  AND ACCESSORIES LOCATED IN FIRE RATED WALLS
SHALL BE BACKED WITH FIRE RESISTIVE CONSTRUCTION.

9.  GRILLES AND DIFFUSERS SHALL BE FINISHED TO MATCH COLOR OF SURFACES
ON WHICH THEY OCCUR UNLESS NOTED OTHERWISE.  EXTERIOR MECHANICAL
LOUVERS SHALL BE PAINTED IN ACCORDANCE WITH THE EXTERIOR COLOR
LEGEND ON EXTERIOR ELEVATIONS SHEETS.

10.  IN CONSTRUCTION TYPE 1 AND TYPE 2 BUILDINGS, WOOD  BLOCKING IN
WALLS SHALL BE FIRE RETARDANT.  REFER TO CODE INFORMATION SHEET FOR
BUILDING TYPE DESIGNATION.

11.  ARCHITECTURAL DRAWINGS AND NOTES DESIGNATED AS TYPICAL INDICATES
THE DRAWING AND NOTE APPLIES THROUGHOUT THE PROJECT, WHEREVER
CONDITION SHOWN IN DRAWING OCCURS.

12.  DIMENSIONS AND NOTES FOR A GIVEN CONDITION ARE TYPICAL FOR SIMILAR
CONDITIONS THROUGHOUT THE PROJECT, U.N.O.

13.  SIMILAR OR SIM. MEANS COMPARABLE CHARACTERISTICS FOR THE
CONDITION AND CONDITIONS NOTED.

1. CONTROL JOINTS SHOWN IN GYPSUM BOARD SOFFITS SHALL CONTINUE ON
VERTICAL SURFACE OF SAME SOFFIT.  SPACE CONTROL JOINTS NO MORE
THAN 25'-0" O.C.  ARCHITECT TO VERIFY JOINT LOCATIONS PRIOR TO
INSTALLATION.

2. SEE ENLARGED CEILING PLANS FOR ADDITIONAL SOFFIT DIMENSIONS AND
CONTROL JOINT LOCATIONS.

3. ELECTRICAL, MECHANICAL, AND TECHNOLOGY FIXTURES AND DEVICES ARE
SHOWN FOR REFERENCE AND TO COORDINATE PLACEMENT.  REFER TO
ENGINEERING DRAWINGS FOR INFORMATION REGARDING TYPE AND OTHER
FIXTURE AND DEVICE INFORMATION.

4. ESTABLISH PRE-INSTALLATION MEETING WITH ARCHITECT TO REVIEW
STARTING POINT OF CEILING GRID IN EACH AREA/ROOM.

5. SUBMIT A REFLECTED CEILING PLAN COORDINATION DRAWING TO
ARCHITECT AFTER COORDINATING LAYOUT WITH OTHER TRADES PRIOR TO
COMMENCING CEILING WORK.

6. GYPSUM CEILING TO BE PAINTED.
7. EXPOSED STRUCTURE, MECHANICAL, ELECTRICAL, AND FIRE PROTECTION

COMPONENTS (EXCEPT SPRINKLER HEADS) ARE TO BE PAINTED, U.N.O.
8. SPRINKLE HEADS ARE NOT SHOWN.  LOCATE SPRINKLER HEADS IN CENTER

OF CEILING TILES.
9. CEILING HEIGHTS SHOWN ON REFLECTED CEILING PLANS ARE FROM

FINISHED FLOOR OF PLAN SHOWN.
10. COORDINATE LOCATION OF ACCESS PANELS WITH MECHANICAL/ELECTRICAL

CONTRACTORS.
11. IN ROOMS WITH EXPOSED CEILINGS, MOUNT LIGHT FIXTURES TO UNDERSIDE

OF STRUCTURE.  OTHER MEP/FP ITEMS TO MAINTAIN A MINIMUM CLEARANCE
OF 9'-0" A.F.F.

12. SEE TECHNOLOGY DRAWINGS FOR SECURITY CAMERA AND MOTION
DETECTOR LOCATIONS.

13. SEE ELECTRICAL LIGHTING PLANS FOR EMERGENCY LIGHT FIXTURE
LOCATIONS.

CONTRACTOR TO COORDINATE CEILING FIXTURE LOCATIONS WITH ABOVE-
CEILING WORK TO AVOID CONFLICTS.

CEILING PLAN GENERAL NOTES

1. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING CONDITIONS,
MATERIALS, CONSTRUCTION METHODS, AND DIMENSIONS PRIOR TO
COMMENCING WORK.  DISCREPANCIES, CONFLICTS, AND OTHER ISSUES ARE TO
BE PROMPTLY REPORTED TO THE ARCHITECT IN WRITING.

2. REVIEW AND COORDINATE DEMOLITION TO WORK WITH NEW CONSTRUCTION.
3. REVIEW AND COORDINATE REMOVAL, CUTTING, ABANDONMENT, AND CAPPING

OF EXISTING UTILITES WITH MECHANICAL, ELECTRICAL, TECHNOLOGY, PLUMBING
AND FIRE PROTECTION DRAWINGS AND THEIR ASSOCICATED SPECIFICATIONS.

4. ITEMS INDICATED TO BE DEMOLISHED SHALL BE REMOVED AS TO FULLY ALLOW
FOR THE PROPER FURNISHING AND INSTALLAIONS OF NEW WORK. THIS SHALL
INCLUDE THE DEMOLITION OF ADJACENT ITEMS, ACCESSORIES, AND
APPURTENANCES AS NECESSARY.

5. PROTECT STRUCTURAL MEMBERS, FLOORS, WALL, ROOFS, DOOR AND WINDOW
SYSTEMS TO REMAIN, FROM DAMAGE DURING DEMOLITION AND CONSTRUCTION.
REPAIR OR REPLACE DAMAGED ITEMS AT NO ADDITIONAL COST TO OWNER.

6. PATCH WALLS, FLOORS, AND ROOFS TO MATCH EXISTING CONSTRUCTION AS
REQUIRED BY DEMOLITION AND NEW CONSTRUCTION.

7. EXISTING CONCRETE FLOORS AND SUBFLOORS ARE TO BE STRIPPED OR
RESIDUE, ADHESIVES, SEALERS AND PREPARED FOR NEW FINISHES.

8. EXISTING FURNITURE AND SHELVING SHALL BE REMOVED BY OWNER PRIOR TO
THE START OF CONSTRUCTION.

9. REVIEW AND COORDINATE REMOVAL AND PATCHING OF EXISTING CONCRETE
SLAB WITH WORK SHOWN ON PLUMBING, ELECTRICAL, AND SYSTEMS
DRAWINGS AND THEIR ASSOCIATED SPECIFICATIONS.

GENERAL DEMOLITION NOTES

Scale:  1/8" = 1'-0"
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FIRST FLOOR CODE

Scale:  1/16" = 1'-0"
D3

Site 0' 16' 32'8'
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No. Description Date



2

S-120

7' - 9 1/8" 7' - 2 1/2"

7' - 2 1/2" 6' - 5 5/8"

6
' -

 0
 1

/2
"

4
' -

 0
 3

/8
"

4
' -

 0
 3

/8
"

1
1

' -
 4

 1
/2

"

M
IN

 T
Y

P

7
 1

/2
"

EXISTING ROOF JOISTS BETWEEN NEW FRAMING
TO BE SHORED PRIOR TO INSTALLATION OF NEW
RTU SUPPORT BEAMS AND/OR CUTTING OF ANY
EXISTING JOISTS. SHORING SHALL BE DESIGNED
BY A PROFESSIONAL ENGINEER LICENSED IN THE
STATE OF TEXAS. SIGNED AND SEALED SHORING
DRAWINGS AND SUPPORTING CALCULATIONS
SHALL BE SUBMITTED FOR ACCEPTANCE.
SHORING DRAWINGS SHALL INCLUDE TYPE
WRITTEN SHORING PROCEDURES.

NEW ENGINEERED LUMBER
BEAM RTU SUPPORTS

EXISTING ROOF JOISTS
AND STEEL GIRDER BEAM

EXISTING MASONRY WALL

NOTE: FIELD VERIFY ALL DIMENSIONS

EXIST 2X10 CEILING
SUPPORT JOISTS @
16" O.C. TO REMAIN

EXIST. CONT 2X4 TO BE CUT
AND REMOVED BETWEEN
ROOF JOISTS WHERE NEW
BEAM IS INSTALLED

EXIST 2X6 ROOF
SUPPORT JOISTS
@ 16" O.C.

EXIST ROOF
DECKING

EXIST. MASONRY
BRICK WALL

EXIST STEEL
BEAM

1
 1

/2
"

PROVIDE 2X6 WOOD BLOCKING
BETWEEN EXIST JOIST AND NEW
BEAM, TYP BOTH SIDES, EA END.

1 1/2" TYP

NEW 3 1/2"X 11 7/8"
ENGINEERED LUMBER BEAM
WITH MIN ALLOWABLE
MOMENT CAPACITY OF 15K-FT
AND MIN ALLOWABLE SHEAR
CAPACITY OF 8K

PROVIDE SIMPSON LUS410
FACE-MOUNT HANGER.
ATTACH TO LEDGER BEAM
WITH SD #10X1 1/2 SCREWS
(DO NOT USE NAILS).
INSTALL PER MANUF
RECOMMENDATIONS

SEE PLAN

NEW 2X12X1'-1"
LEDGER BEAM

EXIST WOOD
FRAMING, TYP

T
Y

P
1

 1
/2

"

TYP
1 1/2"

A

A

SECTION A-A

EXIST. CONT 2X4 TO BE CUT
AND REMOVED BETWEEN
ROOF JOISTS WHERE NEW
BEAM IS INSTALLED

1"

EXIST WOOD
FRAMING TO
REMAIN

NEW 2X6 X 0'-8" CENTERED
ON NEW RTU SUPPORT BEAM

SEE PLAN SEE PLAN

EXIST ROOF
DECKING

℄℄℄

ATTACH BEAM TO BEAM
WITH SIMPSON LUS410
FACE-MOUNT HANGER,
TYP. INSTALL PER MANUF
RECOMMENDATIONS

EXIST ROOF JOISTS AND
DECKING BETWEEN NEW
LUMBER BEAMS TO BE CUT AND
REMOVED FOR INSTALLATION
OF NEW RTU SUPPORT BEAMS

ATTACH EXIST JOIST TO
BEAM WITH SIMPSON LUS26
FACE-MOUNT HANGER, TYP.
INSTALL PER MANUF
RECOMMENDATIONS

(4) 3/8" DIA. THREADED ANCHOR
RODS, EMBEDDED 3 1/8" INTO
MASONRY WALL WITH HILTI HIT-HY
70 ADHESIVE OR APPROVED
EQUAL, INSTALL PER MANUF
RECOMMENDATIONS

℄ ℄ ℄

ROOF SNOW LOAD:

5 PSF
1.0
1.0
1.0
3.5 PSF
II

1)  GROUND SNOW LOAD, Pg =
2)  EXPOSURE FACTOR, Ce =
3)  SNOW IMPORTANCE FACTOR, Is =
4)  THERMAL FACTOR, Ct =
5)  FLAT ROOF SNOW LOAD, Pf =
6)  RISK CATEGORY =

RAIN LOAD:

5 PSFRAIN-ON-SNOW SURCHARGE LOAD =

LOADING CRITERIA:

ROOF DEAD LOAD: 25 PSF

ROOF LIVE LOAD: 20 PSF
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S-120

Scale:  1/8" = 1'-0"
1

NEW RTU FRAMING PLAN @ 1ST STORY ROOF

B. WOOD CONNECTIONS SHALL BE AS SHOWN ON DRAWINGS, AND WHEN NOT
DETAILED, SHALL CONFORM TO ACCEPTED INDUSTRY STANDARDS SUBJECT TO
THE ENGINEER'S APPROVAL.

A. UNLESS OTHERWISE NOTED OR APPROVED, STRUCTURAL WOOD MEMBERS SHALL
BE SOUTHERN PINE OR APPROVED EQUAL.

III. WOOD FRAMING

G. WHERE REQUIRED, FIREPROOF ALL STEEL, EXCEPT WHERE CONCRETE
FIREPROOFING IS SHOWN IN THE DRAWINGS, IN ACCORDANCE WITH
ARCHITECTURAL DRAWINGS.

F. IT IS INTENDED THAT ALL MEMBERS BE FABRICATED AND ERECTED FREE OF SHOP
AND FIELD SPLICES.  IF FIELD CONDITIONS NECESSITATE THE NEED FOR FIELD
SPLICING OF MEMBERS SUBMIT SPLICE LOCATIONS FOR ENGINEER'S ACCEPTANCE.
WHERE FIELD SPLICING IS ACCEPTED, SPLICES SHALL BE SHOWN IN THE SHOP
DRAWINGS.

E. HOLES OF ANY SIZE SHALL NOT BE DRILLED INTO STRUCTURAL MEMBERS, EXCEPT
AS SHOWN IN THE DRAWINGS, WITHOUT THE ACCEPTANCE OF THE ENGINEER.

D. SEE ARCHITECTURAL DRAWINGS FOR EXACT DETAIL AND LOCATION OF OPENINGS
OR RECESSES IN WALLS AND SLABS AND OTHER DIMENSIONS NOT SHOWN IN
STRUCTURAL DRAWINGS. SEE MECHANICAL AND ELECTRICAL DRAWINGS FOR
INFORMATION REGARDING SIZE AND LOCATION OF OPENINGS FOR DUCTS, PIPES,
CONDUITS, MACHINE PADS, AND THE LIKE. PROPOSED OPENINGS OR RECESSES IN
THE STRUCTURE WHICH ARE NOT SHOWN IN THE STRUCTURAL DRAWINGS, EITHER
DIRECTLY OR BY TYPICAL DETAIL, SHALL BE SUBMITTED FOR ACCEPTANCE.

C. CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE CORRECTNESS OF
DIMENSIONS OR QUANTITIES AND FOR THE FITTING TO OTHER WORK; FOR WORK
TO BE CONFIRMED AND CORRELATED AT THE SITE; FOR INFORMATION PERTAINING
TO THE FABRICATION PROCEDURE OR TO THE MEANS, METHODS, TECHNIQUES,
SEQUENCES AND PROCEDURES OF CONSTRUCTION; AND FOR THE COORDINATION
OF STRUCTURAL WORK WITH THE WORK OF ALL OTHER TRADES.  THE
VERIFICATION OF THE PHYSICAL INTERRELATIONSHIPS OF ELEMENTS OF THE
WORK FROM PLANS AND SPECIFICATIONS AND IN THE FIELD IS THE CONTRACTOR'S
SOLE RESPONSIBILITY. REVIEW OF CONTRACTOR'S SUBMISSIONS DOES NOT
RELIEVE CONTRACTOR FROM THESE RESPONSIBILITIES.

B. PRIOR TO CONSTRUCTION, CONTRACTOR SHALL VERIFY ALL STRUCTURAL
ELEVATIONS AND DIMENSIONS WITH EXISTING CONDITIONS AND WITH OTHER
PROJECT DRAWINGS; COORDINATE LOCATION OF SLEEVES AND OPENINGS
THROUGH THE STRUCTURE, SLAB DEPRESSIONS, FLOOR DRAINS, INSERTS, AND
OTHER RELATED ITEMS.

A. THIS PROJECT HAS BEEN DESIGNED FOR THE WEIGHTS OF MATERIALS INDICATED
IN THE DESIGN CRITERIA.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO
DETERMINE ALLOWABLE CONSTRUCTION LOADS AND TO PROVIDE PROPER DESIGN
AND CONSTRUCTION OF FALSEWORK, FORMWORK, STAGING, BRACING, SHEETING,
SHORING, ETC.

II. GENERAL

A. ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF THE INTERNATIONAL
BUILDING CODE 2015, LATEST EDITION, WITH THE SPECIFICATION AND WITH THE
REGULATIONS OF ALL GOVERNMENTAL AGENCIES HAVING JURISDICTION.

I. CODES AND STANDARDS

GENERAL STRUCTURAL NOTES

Scale:  3/4" = 1'-0"
2

TYP ENGINEERED BEAM CONN'X DETAIL

A.F.F. ABOVE FINISHED FLOOR

A.H.U. AIR HANDLING UNIT

ARCH. ARCHITECTURAL

B.S. BOTH SIDES

BOT. BOTTOM

C = CAMBER

CF CUBIC FOOT

CLR. CLEAR

COL. COLUMN

CONC. CONCRETE

CONT. CONTINUOUS

DET. DETAIL

DIA. DIAMETER

DIM. DIMENSION

EA. EACH

ELEV. ELEVATION

EQ. EQUAL

EQUIP. EQUIPMENT

EXIST. EXISTING

EXP. EXPANSION

EXT. EXTERIOR

FIN. FINISH

FTG. FOOTING

GA. GAUGE

GALV. GALVANIZED

HORIZ. HORIZONTAL

HSS HOLLOW STRUCTURAL SECTION

INT. INTERIOR

J.B. JOIST BEARING

KSI KIPS PER SQUARE INCH

LLH LONG LEG HORIZONTAL

LLV LONG LEG VERTICAL

MAX. MAXIMUM

MECH. MECHANICAL

MIN. MINIMUM

MPH MILES PER HOUR

# NUMBER

N.T.S. NOT TO SCALE

NO. NUMBER

O.C. ON CENTER

PSF POUNDS PER SQUARE FOOT

PSI POUNDS PER SQUARE INCH

R RADIUS

REINF. REINFORCING

REQ'D REQUIRED

S.S. STAINLESS STEEL

SIM SIMILAR

STD. STANDARD

STRU. STRUCTURAL

T.O.S. TOP OF STEEL

TS TUBE STEEL

TYP. TYPICAL

U.N.O. UNLESS NOTED OTHERWISE

V.I.F. VERIFY IN FIELD

VERT. VERTICAL

W.P. WORK POINT

W.W.F. WELDED WIRE FABRIC

STRUCTURAL ABBREVIATIONS:

NO. DESCRIPTION DATE
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• PENDANT LIGHTS IN WORKROOM TO BE
MOUNTED 10'-0" TO BOTTOM OF FIXTURE
AFF.

• PENDANT LIGHTS IN LEARNING CENTER TO
BE MOUNTED 7'-0" TO BOTTOM OF FIXTURE
AFF

• PENDANT LIGHTS IN FRONT LOBBY AND
OVER FRONT DESK TO BE MOUNTED 7'-0"
TO BOTTOM OF FIXTURE AFF.

• PENDANT LIGHTS IN THREE RESTROOMS
TO BE MOUNTED 8'-0" TO BOTTOM OF
FIXTURE AFF.

PNT-X
RB-X

CPT-X

NOTES: 22

101

ROOM NAME

INTERIOR FINISH LEGEND

FLOOR FINISH TRANSITION TAG

ROOM FINISH TAGWALL FINISH

BASE FINISH

FLOOR FINISH
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ACCENT WALL MATERIAL / COLOR
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1350 South Boulder Ave
Suite 600
Tulsa, Oklahoma 74119
918.295.5258 Phone
www.dewberry.com Fax

Scale:  1/8" = 1'-0"
C2

FIRST FLOOR DEMOLITION PLAN

Scale:  1/4" = 1'-0"
A5

FIRST FLOOR PLAN
Scale:  1/8" = 1'-0"

A2
FIRST FLOOR REFLECTED CEILING PLAN

ROOM FINISH NOTE SCHEDULE

NUMBER NOTE

1 GYPSUM BOARD WALL ONLY TO RECIEVE PAINT

2 GYPSUM BOARD WALLS ONLY TO RECIEVE RUBBER BASE

3 EXPOSED BRICK WALLS, TREATED PER GENERAL NOTE #3 THIS
SHEET

4 SAND AND REPAINT INTERIOR SIDE OF WOOD WINDOWS AND SILL

5 USE SCHLUTER METAL TRANSITION STRIP BETWEEN TILE AND
SEALED CONCRETE. FINISH TO BE ANODIZED ALUMINUM.

6 WALL TILE BEHIND SINK AND TOILET TO BE FULL HEIGHT, OTHER
THREE WALLS TO HAVE WAINSCOT HEIGHT WALL TILE

0' 4' 8'2'

SCALE: 1/4" = 1' - 0"

0' 16' 32'8'

SCALE: 1/16" = 1' - 0"

0' 8' 16'4'

SCALE: 1/8" = 1' - 0"

SIGN TO BE RELOCATED
PER OWNER'S
INSTRUCTION

REMOVE  WALLS AND
SLOPED CEILING, PATCH
WALLS AS NECESSARY
TO MATCH EXISTING
STAIRWAY

FINISH LIST

FINISH COMMENTS

CEILING FINISHES

ACOUSTIC CEILING TILE (ACT)

ACT-1 ARMSTRONG COMMERCIAL CEILINGS; PATTERN: OPTIMA TEGULAR
3354; 24"X24"X1" THICK; .090 NRC; 26 CAC; 15/16" SQUARE TEGULAR
EDGE

FLOOR FINISHES

METAL STRIP (MS)

MS1 SCHLUTER METAL STRIP TO CAP OFF T-2 TILE WAINSCOT; FINISH:
ANODIZED ALUMINUM

RESILIENT BASE(RB)

RB-1 JOHNSONITE RUBBER BASE; THERMOPLASTIC 4" H. STRAIGHT BASE;
COLOR TB1 PEPPERCORN

SEALED CONCRETE (SC)

SC-1 SMOOTH FINISH; SEALED

TILE (T)

T-1 CROSSVILLE STUDIOS; MARCA CORONA; PRODUCT: BRICKLANE;
PATTERN RED MRCBRLRED10HEX; HEXAGON TILE;10"X8.5" HEX
DECO (FLOOR TILE IN RESTROOMS)

T-2 EMSER TILE; PRODUCT: CHOICE; 4" X 10" WITH GLOSS FINISH;
COLOR: WHITE;(WALL TILE/ WAINSCOT FOR RESTROOMS)

MISCELLANEOUS

PLASTIC LAMINATE (PLAM)

PLAM-1 MATCH EXISTING LAMINATE TOPS

PLAM-2 WILSONART LAMINATE; 7997-38 COLOR EBONY RECON

WINDOW FILM (WF)

WF-1 SOLYX FILM; SX-SG09; PATTERN:SILVER/GREY ONE WAY

WINDOW TREATMENT (WT)

WT1 LEVOLOR: RIVIERA  BLIND OR EQUAL; 2"  HORIZONTAL MINI BLIND;
COLOR TO MATCH PNT-3 PAINT

WALL FINISHES

PAINT (PNT)

PNT-1 SHERWIN WILLIAMS; COLOR SW7035 AESTHETIC WHITE (TIN CEILING
COLOR)

PNT-2 SHERWIN WILLIAMS; COLOR SW7024 FUNCTION GRAY (GYP. BOARD
WALLS IN RESTROOMS & OFFICES)

PNT-3 SHERWIN WILLIAMS; COLOR SW7048 URBANE BRONZE (H.M DOOR
FRAMES, WOOD DOORS, EXPOSED COLUMNS IN OPEN AREA, WOOD
WINDOW FRAMES AND SILLS)

GENERAL NOTES

1.AFTER CONCRETE FLOOR IN WORKROOM HAS BEEN
COMPLETED PER DRAWINGS, REPAIR AND EVEN CRACKS
WITH MORE THEN 1/4" GRADE DIFFERENTIAL, THEN CLEAN
AND POLISH ALL EXPOSED CONCRETE FLOORS WITH A
MEDIUM GRIND TO EXPOSE 1/2" AGGREGATES AND SEAL.

2.ALL TIN CEILINGS WITHIN THE PROJECT SCOPE BOUNDARY
ARE TO HAVE LOOSE PAINT REMOVED IN A MANNER THAT
DOES NOT DAMAGE THE TIN PANELS AND  A NEW COAT OF
PAINT APPLIED.

3.ALL EXPOSED INTERIOR BRICK WALLS ARE TO HAVE PAINT
REMOVED IN A MANNER THAT DOES NOT DAMAGE THE
BRICK. ONCE PAINT IS REMOVED, PATCH ALL HOLES IN
BRICK, TUCKPOINT AND RE-MORTAR ALL DAMAGED AND
MISSING MORTAR. AFTER ALL WALL REPAIRS ARE
COMPLETED, SEAL BRICK WALLS WITH A CLEAR SEALER.

4.FOR ALL S411-AS PARTITION TYPES, PROVIDE COLD-FORMED
STEEL STUD 4005162-54 (50 KSI) @ 16" O.C. WITH MC683
MOMENT CLIPS BY CLARK DIETRICH, OR APPROVED EQUAL,
AT THE BASE OF EACH STUD AND INSTALLED PER
MANUFACTURER RECOMMENDATION.

5.ALL FURNITURE SHOWN IS FOR CORRDINATION PURPOSES,
FURNITURE IS (OFOI).

6.EXISTING DOORS AND DOOR FRAMES WITHIN PROJECT
SCOPE BOUNDARY TO BE PAINTED PNT-3

No. Description Date
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GB1
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MS1

T-2

PNT-2

TD1

SD1

TPD

GB1

GB2

GB3

M1

1' - 5" 2' - 0"

T-2

1. SEE PLANS AND DETAIL PLANS FOR CHASE DIMENSIONS.
2. INTERIOR DIMENSIONS ARE TO FACE OF METAL STUD, UNO.
3. REFER TO DETAIL DRAWINGS AND SPECIFICATION FOR LOCATIONS AND

INFORMATION ON THE VARIOUS TYPES OF GYPSUM BOARD.
4. FINAL WALL PREP REQUIREMENTS BASED ON FINISH SHOWN IN THE ROOM

FINISH SCHEDULE AND WITH THE SPECIFICATIONS.
5. REFER TO DETAIL PLANS AND SECTIONS FOR FURTHER DESCRIPTION OF

INTERIOR PARTITIONS.
6. REFER TO FINISH DRAWINGS AND SCHEDULES FOR WALL MATERIAL AND

FINISHES.

METAL
STUD S411-DSX
WALL MATERIAL
IDENTIFIER

WALL WIDTH

# OF LAYERS (GWB, CEMENT
BOARD, WOOD) ON SIDE 1

# OF LAYERS (GWB, CEMENT
BOARD, WOOD) ON SIDE 2

WALL HEIGHT IDENTIFIER

OTHER MODIFIERS

TAG LEADER

MATERIALS:
S = METAL STUD
F = FURRING

INTERIOR PARTITION LEGEND

SHOWS A ROUNDED VALUE FOR THE WIDTH OF THE STRUCTURAL PORTION
OF THE WALL.

WALL MATERIAL IDENTIFIER & WIDTH:

SHOWS A VALUE FOR THE NUMBER OF LAYERS OF GWB ON EACH SIDE OF THE
STUD. A '0' INDICATES ZERO LAYERS OF GWB.  WHERE A WALL ONLY HAS GWB ON
ONE SIDE, IT IS ALWAYS ON THE EXPOSED SIDE.

# OF GYP WALL BD LAYERS ON SIDE 1 & 2:
(METAL STUD WALL ONLY)

A = TO 6" ABOVE CEILING OR ONE FULL COURSE ABOVE CEILING (CMU)
B = TO CEILING
C = PARTIAL HEIGHT (SEE PLANS/ELEVATIONS FOR WALL HEIGHT)
C1 = PARTIAL HEIGHT SUPPORT WALL (UNDER RAISED STOREFRONT SYSTEMS)
D  = TO STRUCTURE

WALL HEIGHT IDENTIFIER:

S = SOUND ATTENUATION BLANKET IN WALL
T = WALL TILE WITH TILE BACKER BOARD
X = COLD-FORMED METAL STUD INTERIOR WALL FRAMING, SPECIAL CONDITION
R = RESILIENT CHANNEL

OTHER MODIFIERS:

F1: 7/8" METAL FURRING CHANNEL WITH 5/8" GYP BD (1 1/2" ACTUAL)
F2: 1 1/2" METAL FURRING CHANNEL WITH 5/8" GYP BD (2 1/8" ACTUAL)
F3: 2 1/2" METAL STUD WITH 5/8" GYP BD ONE SIDE (3 1/8" ACTUAL)

S1: 1 5/8" METAL STUD
S2: 2 1/2" METAL STUD
S3: 3 5/8" METAL STUD
S4: 4" METAL STUD
S6: 6" METAL STUD
S8: 8" METAL STUD

GENERAL NOTES:

WALL TYPE WIDTH

S411-A 4"

STUD WALL TO ABOVE CEILING

NOTES

PLAN

BASE

HEAD

UNDERSIDE OF DECK

METAL RUNNER

REF REFLECTED CLG PLAN
FOR MATERIAL AND HEIGHT

METAL STUDS @ 16" OC TYP
(REF SCHED FOR SIZE)

(1) LAYER 5/8" GYP BD
EACH SIDE

BOTTOM TRACK

REF FINISH PLAN FOR
FLOOR FINISH AND BASE

S_11-A

6
"

SEE NOTE #4 ON A-101

WALL TYPE WIDTH

S811-D 8"

STUD WALL TO DECK

NOTES

PLAN

BASE

HEAD

UNDERSIDE OF DECK

METAL STUD DEFLECTION
TRACK, ALLOW FOR MIN 1"
DEFLECTION (DO NOT
ATTACH GYP BD TO TRACK)

METAL RUNNER

REF REFLECTED CLG PLAN
FOR MATERIAL AND HEIGHT

METAL STUDS @ 16" OC TYP
(REF SCHED FOR SIZE)

(1) LAYER 5/8" GYP BD

BOTTOM TRACK

REF FINISH PLAN FOR
FLOOR FINISH AND BASE

S_11-D
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WIDTH

DOOR

01

FIRST FLOOR

0"

1" TO 2" DIA. LARGE
WASHED GRAVEL
12" BEYOND EACH
SIDE OF DOORWAY2

' -
 0

"

EXISTING PAVERS

6" OF 3500 PSI
CONCRETE

5' - 4"

1:12 RAMP

108

EXTEND EXISTING SOLDIER
COURSE OVER NEW OPENING

RAILING TO MATCH EXISTING

FIN FLOOR

GYP BD PARTITION

SCHED.
BASE

3/4" SUBSTRATE WITH
SCHEDULED FINISH PANEL
(PROVIDE END PANELS
WHEN NO ADJ. CABINET
EXIST)

2x4 FIRE TREATED
FRAME AT EACH SIDE,
TYP

ATTACH CABINET TO
FIRE RATED BLOCKING
AT MTL STUD WALL WITH
4 - 3/8" CADIUM PLATED
BOLTS

REMOVABLE 3/4" PLYWOOD
SUBSTRATE W/ SCHED. FINISH,
ATTACH W/ CONCEALED Z-CLIP
FASTENERS ONLY

3/4" SUBSTRATE W/ SCHED.
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3/4" SUBSTRATE W/ SCHED. FINISH ON
FACE; UTILIZE VENEER EDGE BANDING
FOR WOOD CABINETS AND 3 MIL. EDGE
BANDING FOR PL. LAMINATE

MELAMINE INTERIOR

1/2" ADJ. SHELF WITH
1 MIL. EDGES

P.LAM. ON 3/4" MARINE
GRADE SUBSTRATE U.N.O.
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NOTES:

1. PROVIDE BLOCKING AS REQUIRED FOR
MOUNTING ACCESSORIES

2. EQUIPMENT SHOWN IN THE MOUNTING
HEIGHT LEGEND MAY OR MAY NOT BE
USED IN THE CONSTRUCTION OF THIS
PROJECT. THE ABOVE LEGEND
REPRESENTS A MASTER LIST OF TYPICAL
EQUIPMENT COMPILED BY THE
ARCHITECT.

3. MOUNT EQUIPMENT AT HEIGHTS
INDICATED UNLESS OTHERWISE NOTED

4. REFER TO THE TOILET AND BATH
ACCESSORIES SCHEDULE IN THE
SPECIFICATIONS.

5. COMPLIANCE WITH ADA FOR INSTALLATION
OF ALL THE ACCESSORIES AND
EQUIPMENT IS RESPONSIBILITY OF THE
GENERAL CONTRACTOR.

NOTE:
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EXPOSED HOT
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DRAIN PIPES
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NOTES
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METAL STUD DEFLECTION
TRACK, ALLOW FOR MIN 1"
DEFLECTION (DO NOT
ATTACH GYP BD TO TRACK)

METAL RUNNER

REF REFLECTED CLG PLAN
FOR MATERIAL AND HEIGHT

METAL STUDS @ 16" OC TYP
(REF SCHED FOR SIZE)

(1) LAYER 5/8" GYP BD

BOTTOM TRACK

REF FINISH PLAN FOR
FLOOR FINISH AND BASE
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BREAKROOM
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MEN'S/WOMEN'S
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ACCESSIBLE MEN'S/WOMEN'S
NORTH/SOUTH ELEVATION
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WIDTH HEIGHT THICKNESS

101 1 3' - 0" 7' - 0" 1 3/4" FG AL GL1 01 AL GL1 1 101

102 1 3' - 0" 7' - 0" 1 3/4" FG AL GL1 SF-1 AL 1 102

103 2 3' - 0" 7' - 2" 1 3/4" FG AL GL2 SF-3 AL GL2 2 5 103

106 1 3' - 0" 7' - 2" 1 3/4" N WD GL1 01 HM 1 2 106

107 1 3' - 0" 7' - 2" 1 3/4" N WD GL1 01 HM 1 2 107

108 1 3' - 0" 7' - 0" 1 3/4" FG AL GL2 SF-1 AL GL2 3 108

109 1 3' - 0" 7' - 2" 1 3/4" F WD 01 HM 1 4 109

110 1 3' - 0" 7' - 2" 1 3/4" F WD 01 HM 1 4 110

Scale:  1/4" = 1'-0"
A6

DOOR PANEL TYPES
Scale:  1/4" = 1'-0"

A5
FRAME TYPES

Scale:  1/2" = 1'-0"
C3

SECTION THROUGH ADA RAMP

Scale:  1 1/2" = 1'-0"
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ADA1 SINK BASE CABINET - UNDERMOUNT
Scale:  1 1/2" = 1'-0"

B2
AWI 211-212 BASE CABINET - PL TOP
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AWI 301-302 WALL CABINET
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E1

RESTROOM
EAST ELEVATION
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FIXTURE MOUNTING HEIGHTS

GLAZING TYPES

GL1 - 1/4" TEMPERED SAFETY GLASS
GL2 - 1" INSULATED GLAZING UNIT WITH

TEMPERED SAFETY GLASS

HARDWARE SET 4

3 HINGES
1 PRIVACY LOCK
1 WALL STOP
3 SILENCER

HARDWARE SET 2

3 HINGES
1 OFFICE LOCK
1 WALL STOP
3 SILENCER

HARDWARE SET 3

1 PIVOT SET
1 PULL HANDLE
1 EXIT DEVICE
1 SURFACE CLOSER
1 THRESHOLD
1 GASKETING
1 RAIN GUARD
1 SWEEP

HARDWARE SET 1

1 PIVOT SET
1 SURFACE CLOSER
2 PULL HANDLES
1 DEAD BOLT
1 DOOR STOP

REMARKS

1. WOOD DOORS TO BE SOLID CORE PAINT GRADE
2. STORFRONT AND DOORS TO BE REPLACES AS
BID ALTERNATE 1, HARDWARE AS BASE BID

Scale:  1/4" = 1'-0"
A4

BID ALTERNATE 1 GLAZING ELEVATIONS

HARDWARE SET 5

2 PIVOT SET
2 PULL HANDLE
2 FLUSH BOLTS
2 SURFACE CLOSER
1 EXIT DEVICE W/ SURFACE MOUNTED TOP ROD
1 KEYPAD ENTRY LOCK

BID ALTERNATE 1

PROVIDE BASE BID PLUS NEW SF2 & SF3, THERMALLY BROKEN,
2"X4" MULLION PROFILE, CENTER SET, CLEAR ANODIC FINISH,
FIELD-FABRICATED STICK SYSTEM, 1" INSULATED GLAZING TO BE
SOLARBAN 60 SOLARGRAY + CLEAR, OR APPROVED EQUAL

BASE BID

PROVIDE WF-1 ON EXISTING STOREFRONT SF2 &SF3 AND
PROVIDE NEW HARDWARE FOR DOOR 103
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